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Innehallsforteckning

Tekniskdata
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Konfigurering av TimeSpot 38
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CPU ARM® Cortex®-A53 1.5Ghz quad core CPUs

RAM DDR3 SDRAM 2GB

GPU Mali™-450 GPU 3 x ARM Mali-450 MP
700MHz

Display 7" LCD 600x1024 Capacitive touch panel

(O8] Linux embedded

RFID-reader EM /MIFARE UID, HID-keyboard

Mechanics Box in aluzink Front in aluminum

LAN 1 Ethernet port Gigabit Ethernet 10/100/
1000 Mbit/s

Ports 1 USB

Power 5VDC

RTC The clock is set every 30 Default NTP server:

minutes pool.ntp.org

Offline Chrome Local storage

Protocol HTTP/HTTPS

Size Height Wide Depth H=22cm W=12,5cm D=7

cm

Montering/Installation

TimeSpot38-7 levereras med ett vaggfaste som skruvas fast med fyra

skruvar i lamplig hojd.

Terminalen hakas pa vaggfastet via tva nyckelhal i terminalens lada.

3(14)




¢ TIMETERMINAL

TimeTerminal Sweden AB

2018-11-06

Strom och natverkskabel kan matas fran over eller undersidan av terminalen.

Terminalen skruvas fast i vaggfastet med en sakerhetsskruv pa undersidan.
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Konfigurering av TimeSpot 38

Nar terminalen startat upp sa visas information om vilken IP-adress som
tilldelats terminalen.

Om det inte finns nagon DHCP-server och ingen IP-adress tilldelats terminalen
aktiveras en statisk IP-adress. (192.168.1.10).

[J TimeSpot 38

Terminal identification
IP address assigned to this terminal

>_. 192.168.55.140

TSMI URL (via browser)

48N
EEmD

wr  hitp://192.168.55.140

Network Configuration

This terminal is using Dynamic Network settings.
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Starta en webblasare i en dator pa samma natverk och ange (i detta exempel)
URL http://192.168.55.140

Inloggningsbilden nedan visas. Logga i terminalen med

Username = admin
Password = admin

TimeSpot® Management Interface
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Home

Har visas aktuell programversion.

© TimeSpot® TimeSpot® 38 - Management Interface
Welcome
Firmware
Device URL Firmware version on this terminal : 1.2.9

('A')

Network

Screen

:

Setttings
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Device URL

Har anges aktuell URL. Om en proxyserver ska anvandas sa aktiverar man
den funktionen genom att bocka i Enable Proxy settings.

Har finns aven mdjligheten att rensa browser data. Cookies, historik samt
offline data kommer att rensas.

GTimeSpot“’ TimeSpot® 38 - Management Interface

1=t Device URL

Home

Start up

B

Device URL

Save

Proxy Settings

-

Save

Browsing Data

All Browser Data including Cookies and History will be cleared.

Clear
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Kontakta din
systemleverantdr for
korrekt URL
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Network

Under Network Settings sa kan statisk IP-konfigurering eller DHCP véljas.
Terminalens namn kan andras under Hostname.

6TimeSpot® TlmeSpoI;j 38 - Management Interface
Network

Dynamic Network Configuration

Device URL

-

Network

Static Network Configuration

Hostname

TimeTerminal
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Timezones

Under Timezones sa kan man vid behov andra terminalens tidszon.

Default NTP server ar pool.ntp.org. Valfri NTP server kan anges genom att
aktivera Enable NTP settings.

GTimeSpot“’ TimeSpot® 38 - Management Interface

Timezone

Time Configuration

Device URL
Europe/Stockholm
('Al)
Network
NTP
Timezone Ll

Screen

<>
Save
Firmware

Restart

&

Setttings
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Screen

Kalibrering av pekskarmen. Gors endast vid behov.

GTimeSpot" TimeSpot® 38 - Management Interface

A Screen Settings

Home

B

Device URL

Ne

®

Timezone

Calibrate Screen

The terminal will show a calibration screen. Tap the center of each symbol with a pointed object to calibrate accurately.

O

&

Setttings
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Firmware

Om en uppgradering finns sa lases den in har.

GTimeSpot" TimeSpot® 38 - Management Interface
Firmware

Update Terminal Firmware

Firmware Image

Device URL

(wAO

| Choose File \No file chosen

Select Firmware Image File provided by the manufacturer.

Start firmware upgrade

Timezone

[

Screen

Firmware

O

&

Setttings
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OBS!

Efter en uppgradering sa kan man behdva rensa webblasarens cache (dvs. den
webblasare som anvands for att logga in i terminalen).
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Restart Terminal
GTimeSpot“’ TimeSpot® 38 - Management Interface
Terminal Restart

Restart Terminal

Device URL Restart the terminal. You can connect again in one minute

w

Network

®

Timezone

]

Screen

‘

Firmware

O

Restart

&

Setttings
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Omstart av terminalen.
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Settings

Har kan losenordet for anvandaren admin andras.

GTimeSpot“’ TimeSpot® 38 - Management Interface
Administrator Settings

Change Password

Device URL

('Al)
Network
Timezone

Screen

Firmware

Q)

&

Setttings
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